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CONSULTANCY eTESTING _}

To determine the performance of t)?e\rhatenal samples as deeelbed in this report
when subjected to the test condltlbﬂs stated in the test standard referenced below
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Norlhsta{e Strudon plus Ultrel ,
perybroeylene plus nylon acc:ent loop
pl‘re fuﬂecl carpet
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. Product Description
The speeLmens testedfeonSIsteéi of 1050mm x 230mm sections of Strudon plus
Ultrel 111 polypropylene a‘nd nylon accent loop pile tufted carpet, colour
blue/grey/purple ﬂe’c:«lsed‘manufactured and supplied by Northstate Carpet Mills.
This carpet, |dent|f|edB§g1he sponsor as being Strudon plus Ultrel 111 carpet, has
a nominal mass of 950 gém, a pile height of 4.0mm with primary and secondary
backing of woven synthetic .The specimens were directly adhered to 6mm thick
fibre-reinforced cement boards using Roberts 80 adhesive. Prior to testing, the
specimens were conditioned in accordance with BSEN 13238-2001 at a
temperature of 23 +/- 2 deg C and relative humidity of 50 +/- 5% for a continuous
period of more than 48 hours. The specimens were initially tested in both the warp

and weft directions with two further specimens being tested in the warp direction.
TESTING AUTHORITY Warrington Fire Research (Aust) Pty Ltd

Address PO Box 4282 DANDENONG SOUTH VIC 3164
Unit 2, 409-411 Hammond Road DANDENONG VIC 3175
Phone / Fax 61 (0)3 9767 1000/ 61 (0)3 9767 1001
ABN 81 050 241 524
Email / Home Page www.wfra.com.au/
Authorisation Prepared By: Reviewed By:
: 2 (
R.R. Lewins. J.P. Engalnd.

© Warrington Fire Research (Aust) Pty Ltd 2000



WFRA Test Report No. WFRA 499142i |

Test Results — WFRA 499142i

Test No.1 Test Time (minutes) 5 10 15 20 30 40 50 60 70
(Weft) Flame Length (mm) 140 270 350 220 450 460 480 510 530
Flames self-extinguish at 70 minutes; Jotal flame spread 530mm
TestNo.2 Test Time (minutes 5 10 15 @b\_. ’5. 30 35 40 45 50
(Warp) Flame length (mm 200 410 500 50 \05‘7510 520 530 540 550
Flames self-extinguish at 50 r}??/nu.té\g:%gx'él flame spread 550mm
TestNo.3  Test Time (minutes) 5 10(\15 \20“] 25° 30 35 #40.45 50 255
(Warp) Flame Length (mm) 230 400 ‘4\80\.51 9’530 540.550 560 570 580 590
Flames self extinguish at'55 minutes, Total ﬂém:e spread 590mm
TestNo.4  Test Time (minutes) 5 \10 15 20 25/30.:35)) 40 50 60
(Warp) Flame Length (mm) 2716-400 480 540 5;9‘56@37? 580 590 600
Flames self extinguish at 6@ minutes, téi\ﬂamé/spread 600mm
/Test Observations “\ Y
Transitory flaming, melting aqlﬂ‘\bljétegpg together-with pefetration of the flames
through to the fibre-reinforced-cement Board occurted during all of the above tests.
Critical Heat Flux and Smokﬁbsch({gﬁbn Values
Test No. /A “/Critical Heat F/ /' Smoke Value
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The mean Crigig_@\%é;y:lux and < Obsscuration Values as determined from
the results f?f—te%s\n ibered ;/é@d are 2.8kW/m2 and 256% min, respectively.
The results of-these tests m,ayfbe\ﬁgeﬁ to directly assess fire hazard, but it should
be rec;gghiséd-thét a sing},é\’tegmgﬁ’od will not provide a full assessment of fire
hazf uméerﬁil fire conﬂm\oms\— =4
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Thés\e\tests have‘been conducted in accordance with AS 1ISO 9239.1-2003 and this
reportshould be-read"in conjunction with that standard

This test repdrtsdoes not provide an endorsement by Warrington Fire Research
(Aust) Pty Ltd of\fﬁe/performance of the actual products supplied. The tests were

performed at AWTA laboratories under the technical control of Warrington Fire
Research (Aust) Pty. Ltd.
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